








SPECIFICATIONS

Structure

Walls

Doors

Windows
Flooring

Kitchen Platform
Common Ared
Electrical work
Toilets

Sanitary

Water Supply
Finishing

T.V. & Telephone
Lift
Car Parking

Infercom

Power Backup

RCC framed Structure designed as per relevant BIS |
codes for earth quake Resistance (seismic zone-ll)
structurally efficient systems implemented.

6" thick cement solid block for exterior walls & 4" thick
cement solid block for interior walls

Main Door with Teak wood & BST moulded door
shutters, other doors with Salwood frame with Moulded
skin door.

2/3 Track Powder coated Aluminum windows with
safety grill

Vitrified tiles for entire flooring & Ceramic tiles in
balconies

Granite platform with Steel sink

Granite flooring for common areas

Concealed wiring with Anchor Roma switches &
Sockets

Anfi-Skid Ceramic tiled flooring & glaze tile dado

upto 7 feet height

Jaquar CP fittings & Hindware / Parryware sanitary
fixtures

24 Hours water supply from borewell

OBD paint for internal walls and Cement based colour
for exterior, Enamel paint for wooden works & grills
T.V. & Telephone point in living & master bedroom
4No. 8 passenger lift is provided

Ample covered car parking

Provided for each flat

Generator for common area, lift & 1KVA for each flat

Swimming Pool
Children Play Area
Gymnasium
Indoor Games
Landscaped Area
Jogging Track

AMENITIES

Intercom

Multi Purpose Hall

Power Back-up

Rainwater Harvesting
Plenty of Lung space
Round The Clock Security



